
TECHNICAL SPECIFICATIONS (Rev. 01/2024)

RIGIDEZ DIN (7,5º)
(values obtained by

Taber conversion calculation)

STIFFNESS TABER  (15º)
(guaranted values based on measurements)

BULKCALIPERSUBSTANCE

DIN 53121ISO 2493ISO 534ISO 534ISO 536

N.mm (ST)N.mm (SL)mN.m (ST)mN.m (SL)cm³/gmmgr/m²

5,912,23,16,51,260,315250

7,516,24,08,61,290,355275

9,821,35,211,31,280,385300

12,627,36,614,51,310,425325

15,033,97,918,01,300,455350

19,243,210,123,01,320,495375

23,553,212,328,31,230,530400

31,573,216,438,91,340,605450

41,999,721,853,01,350,675500

713 - Escudo Madera
FULLY COATED WHITE LINED CHIPBOARD WITH MANILLA BACK- GT

BRIGHTNESS ISO 2470

85% +/- 2Top Coated

50% +/- 2Back

TOLERANCES  – SAMPLING ISO 186

+/- 3% about the order averageSubstance

+/-5% on individual samples (95% of values)Caliper

+/-5% on individual samples (95% of values)Bulk

-15% sobre muestras individuales(95% of values)Stiffness

Temp:  23ºC +/-1ºC  R.H: 50% +/-2%Test Conditions
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