
TECHNICAL SPECIFICATIONS (Rev. 01/2024)

STIFFNESS DIN (7,5º)
(values obtained by Taber conversion

calculation)

STIFFNESS TABER (15º)
(guaranted values based on measurements)

BULKCALIPERSUBSTANCE

DIN 53121ISO 2493ISO 534ISO 534ISO 536

N.mm (ST)N.mm (SL)mN.m (ST)mN.m (SL)cm³/gmmgr/m²

2,96,01,53,11,170,245(210)

3,97,92,14,21,270,280(220)

4,39,82,35,21,330,305(230)

4,911,52,66,11,330,320(240)

5,912,63,26,71,340,335(250)

8,420,04,410,41,400,385(275)

11,026,95,913,91,400,420(300)

13,531,87,216,41,400,455(325)

16,939,99,020,51,400,490(350)

22,349,611,725,41,400,525(375)

25,258,213,229,71,400,560(400)

30,268,215,934,91,400,595(425)

34,279,918,040,71,400,630(450)

39,890,220,745,91,400,665(475)

43,5101,722,751,71,400,700(500)

50,0110,226,056,51,410,775(550)

714 - Numancia GT4

BRIGHTNESS ISO 2470

82% +/- 2TOP COATED

TOLERANCES – SAMPLING ISO 186

+/- 3% about the order averageSUBSTANCE

+/-5% on individual samples(95% of values)CALIPER

+/-5% on individual samples(95% of values)BULK

-15% on individual samples(95% of values)STIFFNESS

Temp:  23ºC +/-1ºC  H.R.: 50% +/-2%TEST CONDITIONS

Sede Central: / Head Office:

SARRIO PAPELERA DE ALMAZAN S.L.u.
Carretera de Rubí a Sant Cugat nº40-50 2º2ª
EDIFICIO FORUM – 08174 Sant Cugat del Vallés (Barcelona)
Telf. +34 93.880.56.40      
www.sarrio.es

This quality has the same composition of 714 Numancia Gris quality, just including brown chemical dye on back that complies
BfR36 Regulation. 

Substance in parentheses implies not a standard production but special, with a minimun tons of production requiered, please ask your seller.


