
TECHNICAL SPECIFICATIONS (Rev. 01/2024)

STIFFNESS DIN (7,5º)
(values obtained by Taber conversion 

calculation)

STIFFNESS TABER (15º)
(guaranted values base on measurements)

BULKCALIPERSUBSTANCE

DIN 53121ISO 2493ISO 534ISO 534ISO 536

N.mm (ST)N.mm (SL)mN.m (ST)mN.m (SL)cm³/gmmgr/m²

5,510,92,95,81,120,280250

6,714,93,67,91,150,315275

8,819,94,710,61,150,345300

11,226,36,014,01,170,380325

14,133,77,517,91,170,410350

17,640,19,321,31,190,445375

30,272,116,138,61,210,545450

40,098,421,352,31,220,610500

730 – Cartulina Ibiza
FULLY COATED BLECHED BOARD 

BRIGHTNESS ISO 2470

85%  +/- 2TOP COATED

91% +/- 2BACK

TOLERANCES - SAMPLING ISO 186

+/- 3% about the order averageSUBSTANCE

+/-5% on individual samples (95% of values)CALIPER

+/-5% on individual samples (95% of values)BULK

-15% on individual samples (95% of values)STIFFNESS

Temp:  23ºC +/-1ºC  R.H.: 50% +/-2%TEST CONDITIONS
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